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n Product Overview
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Vibration  Shock Lightning Dust/Oil ESD Wide EMI IP69K
Temp.

The WPC-W2122A-S is a 21.5-inch widescreen embedded hygienic industrial
panel PC designed for food processing, dairy, pharmaceutical, and clean
washdown environments. It features a SUS304 stainless steel front bezel
embedded structure that can be integrated with equipment cabinets or
production line machinery, achieving overall IP69K protection for the

equipment. It withstands high—pressure high—temperature water washdown,

foam cleaning, and frequent disinfection. Powered by Intel® 12th Gen Core™

platform, it delivers high performance while maintaining stable and reliable
operation. The 21.5-inch FHD widescreen display is ideal for equipment
control interfaces, multi-information display, and human-machine interaction

in clean production lines, offering cost advantages over full stainless steel

solutions.
Features
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FlexCore SafeCore P-CAP Fanless 9~36V Dual LAN Wi-Fi USB 3.0 USB 2.0 HDMI VGA RS-232 RS-485 TPM 2.0

Certifications

CcC 1ISO9001 BIS

| Key Features

* Structural Protection: SUS304 stainless steel front bezel embedded design, integrated with equipment cabinet or
production line machinery, achieving overall IP69K protection, combining corrosion resistance, easy cleaning, and
equipment integration.

* Touch Display: 21.5-inch 16:9 industrial-grade FHD LCD, 1920 x 1080 resolution, with P-CAP 10—point capacitive touch,
clear image quality, smooth operation, suitable for equipment control, on—site monitoring, and human-machine interaction
in clean areas.

* Core Performance: Powered by Intel® 12th Gen Core™ i3 / i5 / i7 processors, balancing high-performance computing,
graphics processing, and long-term stable operation.

* Network Communication: Equipped with dual Intel® Gigabit Ethernet ports, supporting stable networking and industrial
device communication.

* Interface Configuration: Provides USB 3.0, USB 2.0, HDMI, VGA, RS-232, RS-485 and other industrial interfaces to meet
on-site device connection needs.

* Wireless Expansion: Supports M.2 expansion, optional Wi-Fi, Bluetooth, 4G / 5G communication modules for wireless
networking.

* Platform Architecture: Based on FlexCore™ modular design, enabling configuration reuse, interface expansion, and project

customization.

e O i o to TN O O id alulo £ <l H Ll L2 L ot Ll <l L i L Ll

Cloud Embedded Technology Co., Ltd. Doc No. KLD-DS-WPC-W2122A-S - V1.0 - 2026.03.22 - Page1/ 6
8F, Building 1B, Shangzhi Science Park, Guangming District, Shenzhen
Contact: frE7% 13006642685 | Email: sales@cesipc.com | Web: www.cesipc.cn



CeSIPC 21.5-inch widescreen embedded industrial HMI

if inal for food and pha aceutical clean zones and WP _:2 I:Z:Z E;
h e Always Safe

’ washdown areas
Intel® Core™ i3-1215U Intel® Core™ i5-1235U Intel® Core™ i7-1255L

a Product Images

I/0O Interface

@ G BO. AG _Bba B4a .@Hév&

]

Rl IRRRRRRRER N TTITTTTT(THTTRITIT] TINTTTATTITATN

uUsB3 LAN1
usB4 LAN2

e Audio COM6 o
DC Input com2 COM4  USBA Wi-Fi

usB2

m Technical Specifications

® Touch & Display

Parameter Specification

Display Size 21.5" (16:9)
Display Type FHD TFT LCD
Resolution 1920 x 1080
Color Depth 16.7M
Brightness 350 cd/m?
Contrast Ratio 1000:1
Backlight Life 50,000 hrs
Touch Method Projected Capacitive (P-CAP), 10-point
Touch Protection IP65 (front panel)
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® Core Hardware

Parameter Intel® Core™ i3-1 Intel® Core™ i5-1235U Intel® Core™ i7-1255U
Processor i3-1215U i5-1235U i7-1255U

Cores 6 (2P+4E) 10 (2P+8E) 10 (2P+8E)

Threads 8 12 12

Frequency 1.2~4.4 GHz 1.3~4.4 GHz 1.7~4.7 GHz

Cache 10 MB L3 Cache 12 MB L3 Cache 12 MB L3 Cache

TDP 1B5W

Graphics Intel UHD Graphics (64 EUs) Intel Iris Xe Graphics (80 EUs) Intel Iris Xe Graphics (96 EUs)
Memory 8~32 GB DDR5

Storage 2 x M.2 NVMe SSD

® |/O Interfaces

Parameter Specification

uUsSB 4xUSB3.0, 2xUSB2.0

RS-232 4 x RS232

RS-485 2 x RS485

Gigabit Ethernet 2 x RJ45 (Intel 1210, 10/100/1000Mbps)
Audio 1 x 3.5mm TRRS

Display Output HDMI OUT, VGA OUT

Wi-Fi (Optional) Dual-band 2.4G/5G wireless card, Bluetooth

4G/5G (Optional) —

® Power Input

Parameter Specification

Power Connector 1x 3—pin pluggable terminal, supports 9~36V DC wide-range input
Power Switch 1x ATX power switch
Boot Mode AT/ATX mode switch (built—in)
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® Product Attributes

Parameter Specification

Dimensions 543.6(L) x 326.1(W) x 75.1(H) mm
Weight 8 KG net weight

Chassis Material SUS304 Stainless Steel

Mechanical Structure Sheet metal structure

Mounting Panel mount / VESA 100x100 wall mount
Reset Switch 1x Reset switch

Watchdog Timer Hardware watchdog supported

MTBF 50,000 hrs

® Operating Environment

Operating Temp. 0~60°C (wide—temp -40~80°C optional)
Storage Temp. -10~70°C (wide—temp -40~80°C optional)
Relative Humidity 10%~90%, non—-condensing

EMC CE, FCC (EN 55032 & EN 55035)

EMC Harmonics EN IEC 61000-3-2

® Operating System

Windows Windows 10 / Windows 11
Linux Ubuntu 16.04 / 18.04 / 20.04 / 22.04

® Certifications & Compliance

Factory Cert. ISO9001: 2015
BIOS Customization BIOS / Boot LOGO / OEM

Cloud Embedded Technology Co., Ltd.
8F, Building 1B, Shangzhi Science Park, Guangming District, Shenzhen
Contact: fFEZ 13006642685 | Email: sales@cesipc.com | Web: www.cesipc.cn



CeSIPC 21.5-inch widescreen embedded industrial HMI

terminal for food and pharmaceutical clean zones and WPC—W2122A—S

washdown areas

Intel® Core™ i3-1215U Intel® Core™ i5-1235U Intel® Core™ i7-1255U

534.6 x 326.1T mm

Industrial Equipment Control Data Acquisition

Transportation
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Ordering Information

NO. Model Part No.

Processor Memory Storage

1 WPC-W2122A-S C5.02.08.073 Intel® Core™ i3-1215U 8GB DDR5 SSD 256GB

% Note: Due to market fluctuations, CPU models, memory, storage and other key components may vary. Please consult our sales team for
details.

% Specifications subject to change without notice. Data measured under standard test conditions.

For customization or support, contact CESIPC: 0755-85286060 sales@cesipc.com + www.cesipc.cn

© 2026 Cloud Embedded Technology Co., Ltd. (CESIPC) - All Rights Reserved

Cloud Embedded Technology Co., Ltd.
8F, Building 1B, Shangzhi Science Park, Guangming District, Shenzhen
Contact: fFEZ 13006642685 | Email: sales@cesipc.com | Web: www.cesipc.cn

Doc No. KLD-DS-WPC-W2122A-S - V1.0 - 2026.03.22 - Page 6/ 6



